
AD DITI ONAL WEI GHTS AVAI L AB LE FOR PU RCHASE :

ZXi Driver Weight Kit includes 2g, 4g, 6g, 8g, 10g, 12g, 14g, 16g weights

10g
(Stainless)

14g
(Tungsten-Nickel)

4g
(Aluminum)

8g
(Titanium)

16g
(Tungsten-Nickel)

2g
(Resin)

SOLE WEIGHT ADJUSTABILITY GUIDE

Z Xi ADJ USTAB LE SOLE WEI GHTS
The ZXi Driver is shipped in a tour-standard straight setting, with a 10g weight in the heel and a 4g 
weight in the toe. You can set the Driver to a draw bias by placing a heavier weight in the heel and 
a lighter weight in the toe. To help produce a fade bias, flip the stock weights to have the 4g weight 
in the heel and the 10g weight in the toe. To access up to 15 yards* in horizontal adjustment options, 
purchase additional ZXi Driver Weights.

*Per SRI Robot Testing performed at Kobe Golf Science Center
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Z Xi MA X SWI N G WEI GHT ADJ USTM ENT

Z Xi MA X ADJ USTAB LE SOLE WEI GHT
The ZXi MAX Driver comes equipped with one 14g sole weight 
placed low and deep for a higher launch and more forgiveness. 
To adjust the Driver’s swing weight, purchase any of the additional 
ZXi Driver Weights or order the ZXi MAX Driver as custom.

ADJUSTABLE HEEL AND  
TOE WEIGHTS AND

ADJUSTABLE HOSEL SLEEVE

ADJUSTABLE FRONT AND  
REAR WEIGHTS AND

ADJUSTABLE HOSEL SLEEVE

Dunlop Torque Wrench  
Sold Separately

Star-shaped TORX(T25) tip

Z Xi L S ADJ USTAB LE SOLE WEI GHTS
The ZXi LS Driver is shipped in a tour-standard low spin setting, with a 10g weight toward the front 
of the sole and a 4g weight near its rear. To adjust the spin up to 350 RPM*, purchase additional ZXi 
Driver Weights.

*Per SRI Robot Testing performed at Kobe Golf Science Center

For all Drivers, Srixon’s R&D team selected their stock weights to specifically meet the performance 
needs of a wide range of players. To achieve a Driver’s best performance characteristics for your 
game, we recommend consulting a professional club fitter for any sole weight changes.

Sample Adjustments

HEEL/FRONT TOE/REAR 
ZXi  

(Direction Adjustment)
ZXi LS 
(Spin)

Stock Configuration Straight Stock Spin

Flipped Stock 
Configuration

4 yds Right +180 rpm

Max Heel/ 
Front Weight

5.5 yds Left -100 rpm

Max Toe/ 
Rear Weight

9.5 yds Right +250 rpm

10g
(Stainless)

4g
(Aluminum)

4g
(Aluminum)

10g
(Stainless)

16g
(Tungsten-Nickel)

2g
(Resin)

2g

(Resin)

16g

(Tungsten-Nickel)

ADJUSTABLE REAR  
WEIGHT AND 

ADJUSTABLE HOSEL SLEEVE


